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This study was conducted to assess the performance of modified asphalt 
binders and engineering properties of mixtures prepared with incorporation 
3 vol% and 6 vol% of calcium carbonate (CaCO3), linear low-density poly-
ethylene (LLDPE), and combinations of CaCO3 and LLDPE. The rheologi-
cal properties of control and modified asphalt binders were evaluated using 
a series of testing such as rotational viscometer (RV), multiple stress creep 
recovery (MSCR) and bending beam rheometer (BBR) tests. Meanwhile, 
four-point beam fatigue test, the dynamic modulus (E*) test and tensile 
strength ratio (TSR) test were conducted to assess the engineering prop-
erties of asphalt mixtures. Based on the findings, the RV and MSCR test 
result shows that all modified asphalt binders have improved performance 
in comparison to the neat asphalt binders in terms of higher viscosity and 
improved permanent deformation resistance. A higher amount of CaCO3 
and LLDPE have led modified asphalt binders to better recovery percent-
age, except the asphalt binders modified using a combination of CaCO3 and 
LLDPE. However, the inclusion of LLDPE into asphalt binder has lowered 
the thermal cracking resistance. The incorporation of CaCO3 in asphalt 
mixtures was found beneficial, especially in improving the ability to resist 
fatigue cracking of asphalt mixture. In contrast, asphalt mixtures show 
better moisture sensitivity through the addition of LLDPE. The addition of 
LLDPE has significantly enhanced the indirect tensile strength values and 
tensile strength ratio of asphalt mixtures.
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1. Introduction
The most critical issue and the challenge of as-phalt pavement in the cold regions is thermal or low-temperature cracking. Though, the perfor-
mance of asphalt pavement at high temperature is simi-
larly crucial to take into consideration to ensure long ser-
vice life. As a visco-elastic material, the performance of 
bituminous material heavily depends on both temperature 
and time [1,2]. The modulus of asphaltic concrete pavement 
can be varied; high during winter conditions and low in 
hot summer days [3]. The visco-elastics characteristics of 
asphalt binder enable the asphalt binder to flow at elevat-
ed temperature, and it also can withstand a long loading 
time. Anyhow, due to its elastic characteristics that present 
in the asphalt binder, the asphalt binder tends to become 
brittle at a reduced temperature as well as only able to 
sustain short loading time. The brittle characteristics of 
asphalt binders during low temperature could result in 
thermal cracking failure which would be the principal 
reason to the premature pavement problems. Contrarily, 
rutting commonly develops during the hot seasons, when 
the asphalt is softer. Asphalt binder consists of a complex 
chemical mixture, which mainly differs in size and com-
ponents of hydrocarbons, as well as different elements in 
the functional group, such as nitrogen, hydrogen, and sul-
phur atoms [4]. The asphalt material also consists of organ-
ic molecules, where the molecules can react with oxygen 
from the surrounding area. The extent of ageing and ox-
idation reactions are greatly influenced by temperatures, 
types of modifier and concentration, which could make 
the binder stiffer and brittle throughout the time. Aging 
and oxidation reactions significantly affect the short and 
long-term performance of pavement materials [5-8].   
Over the years, polyethylene (PE) resin had been uti-
lized in pavement material to modify the performance 
of asphalt binders and mixtures [9-14]. The usage of poly-
ethylene and polypropylene as binder modifiers could 
enhance the resistance to permanent deformation under 
traffic loading since both of this materials are character-
ized as plastomers, which can increase the stiffness of the 
modified binders [9,10]. Polacco et al. [9] reported that the PE 
related modifiers were strongly biphasic, where the mate-
rial tended to separate into asphalt-rich and polymer-rich 
phases. However, LLDPE demonstrated greater compati-
bility with asphalt, which strongly improved the mechani-
cal properties of modified asphalt binder in comparison to 
the base asphalt binder. The presence of LLDPE modifier 
in the asphalt binder has a substantial reaction with the as-
phalt through a continuum matrix of the polymer chains. 
The polymer continuum matrix permitted the modified 
asphalt to exhibit a polymer-like behaviour even though 
insufficient polymer content. Besides that, Drozdov and 
Yuan [15] specified that the morphology of polyethylene is 
influenced by a certain degree of stress and deformation 
due to the movement of chains that occurred at the nodes. 
Fang et al. [14] concluded that additions of LLDPE waste 
had improved the softening point of the modified asphalt 
binder from 47 °C to 76 °C, which lead to a reduction in 
ductility and penetration values. These results indicated 
that LLDPE has significantly improved the high-tempera-
ture behaviour and viscoelasticity of bitumen.
Furthermore, the author stated that the LLDPE is de-
noted by a multi-branching structure comprising of a long 
chain of linear molecules with alkyl and methyl-branched 
chains. These two materials are not thermodynamically in-
compatible; where the materials were not completely dis-
persed at the molecular level, due to delimitation between 
the materials. Through this combination, the individual 
components of asphalt reacted with LLDPE molecules 
chains causing them to swell and link together. It allowed 
the modified asphalt binder to absorb more energy and 
improve performance at high temperature [16 17].
Limestone or calcium carbonate (CaCO3) is an inert 
material that came into regular use as an additive in as-
phaltic concretes in the 1980s [18]. The powder form of 
hydrated lime exhibits higher surface area which contrib-
utes towards rapid chemical reaction. The ions present in 
the interface of aggregates and asphalt binder electrically 
repelled each other since both the material comprises 
acids. In order to improve the adhesion bonding of both 
materials, alkali in the form of hydrated lime was added to 
neutralize the acidic conditions by introducing the oppo-
site-charge ions that could strengthen the adhesion bond-
ing [19]. Additionally, the usage of lime in asphalt mixture 
is not only limited as an anti-stripping agent, but it may 
also be used to increase the asphalt mixture stiffness, 
reduce plasticity index if clays exist and reduce the oxi-
dation rate [18,19]. However, the amount of CaCO3 and the 
proper preparation method to be used is critical to ensure 
the effectiveness of improving the performance of asphalt 
materials [20].
The two approaches that are typically used to add poly-
mers to the asphalt binder, which are dry and wet meth-
ods. In general, the dry method can be done by adding the 
polymer directly into the aggregate, before incorporating 
the binder during the asphalt mixture preparation process. 
This process requires an adequate mixing duration to en-
sure the polymer homogeneously disperses in the asphalt 
mixture. However, in regards to the wet process, the poly-
mer material is initially mixed with the asphalt binder at 
designated temperature prior to mixing with the aggregate. 
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The mixing temperature and duration as well will depend 
on the type of asphalt binder and polymer material [21,22].
The scope of this study covered investigations on the 
bitumen behavior and the engineering properties of asphalt 
mixtures prepared with the addition of different amounts 
of CaCO3 powder, LLDPE plastic, and modifier contained 
the combination of both LLDPE and CaCO3. The rheolog-
ical properties of asphalt binders were evaluated based on 
the standard Superpave specification tests. These include 
volatile loss test, rotational viscometer (RV) test, dynamic 
shear rheometer (DSR) test and bending beam rheometer 
(BBR) test. Then, the asphalt mixture specimens were as-
sessed using the four-point beam fatigue test, the dynamic 
modulus (E*) test, and modified Lottman test. During the 
sample preparation, the wet process was adopted, where 
the modifier was mixed with bitumen at designated tem-
perature prior to use in the asphalt mixture preparation.
2. Materials 
2.1 Asphalt Binder and Aggregate
The main materials used in this study were obtained from 
Payne & Dolan Inc, located in Hancock, Michigan. The 
PG 58-28 was selected as a control binder. The aggregate 
gradation adopted for the preparation of asphalt mixtures 
was based on the Michigan Department of Transportation 
(MDOT) as shown in Table 1. The course and fine aggre-
gates used in this study were basalt and natural sand,  re-
spectively. The nominal maximum aggregate size is 12.5 
mm, and the designed traffic level is less than 3 million 
equivalent single axles loads (ESALs) based on the cur-
rent Superpave asphalt mixture design practice.
Table 1. Aggregate gradation for the preparation of as-
phalt mixtures
Sieve Size (mm) Percent Passing (%)
19.00 100.0
12.50 94.0
9.50 86.3
4.75 68.2
2.360 49.2
1.18 38.4
0.60 27.8
0.30 15.0
0.15 6.7
0.075 4.5
Pan 0.0
2.2 Linear Low-Density Polyethylene
The Dow Chemical Company supplied the linear 
low-density polyethylene (LLDPE) pellet resin as shown 
in Figure 1(a) was used in this study. The physical appear-
ance of the pellets is white in colour and odourless [23]. 
The density of the pellets is 0.917 g/cm3. It was used as–
received.
2.3 Calcium Carbonate
Ground calcium carbonate (CaCO3, uncoated) was used 
as a filler material in the production of asphalt modifiers. 
The CaCO3 (Figure 1(b)) used was supplied by Specialty 
Minerals Inc. [24]. The material is characterized by superior 
brightness, and controlled particle size (mean particle size 
= 3.5 μm, +325 mesh = 0.004 wt%). The CaCO3 con-
sists of 97 wt% CaCO3, 0.5 wt% Magnesium Carbonate 
(MgCO3), less than 0.1 wt% Iron as (Fe2O3), and less than 
0.2 wt% moisture content [25]. The specific gravity of this 
material is 2.7, which is higher compared to other modi-
fiers used in this study. The CaCO3 was used as-received 
and has a surface area of 3.1 m2/g.
2.4 Polyethylene-Calcium Carbonate (PECC) Pel-
lets
PECC pellet (Figure 1(c)) was produced by combining 
LLDPE resin and CaCO3 powder using American Leis-
tritz Extruder Corporation model ZSE 27 (Figure 2(a)). 
The extrusion equipment is equipped with a co-rotat-
ing intermeshing twin-screw extruder with numbers of 
heating zones. Schenck AccuRate gravimetric feeders 
were utilized to regulate the quantity of LLDPE accu-
rately, and CaCO3 supplied into the extruder. Then, the 
polymer strands enter a long water bath and cut to 3mm 
nominal length. Then, the pelletized composite resin 
was dried in an indirect heated dehumidifying oven 
(Figure 2(b)) at 60 oC for 7 hours. It was then kept in 
sealed moisture barrier bags before mixing with asphalt 
binder [26]. 
(a) (b) (c)
Figure 1. (a) LLDPE Pellets, (b) CaCO3 Powder, (c) 
PECC Pellets
DOI: https://doi.org/10.30564/opmr.v1i1.1015
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(a) (b)
Figure 2. (a) 27mm Twin Screw American Leistritz Ex-
truder, (b) Air Dryer dehumidifying oven
3. Specimen Preparation
3.1 Preparation of Modified Asphalt Binder
A high shear mixer was used for the preparation of mod-
ified asphalt binders. The shear mixer was used to ensure 
the modifiers are consistently dispersed in the asphalt 
binder at designated speed and time interval. The tem-
peratures used to produce modified asphalt binders are 
shown in Table 2. During the production of modified as-
phalt binder, approximately 500g of asphalt binder PG58-
28 was transferred into a one-litre metal can. Prior to 
the blending process of modifier with asphalt binder, the 
required quantity of modifier was added into the similar 
metal can that contain asphalt binder and was heated up in 
an oven at the designated temperature for two hours. Lat-
er, the asphalt binder and modifier were blended using a 
high shear mixer at the specified rotational speed of 5000 
rpm for 45 minutes. In this study, due to great differences 
in density between LLDPE and CaCO3, the amounts of 
modifiers were controlled based on the volume of asphalt 
binder. The quantities of modifier incorporated in the as-
phalt binder are summarised in Table 2.  
Table 2. Temperatures used for modified asphalt preparation
Sample Designations
(% is based on vol-
ume)
Modifier
Production
Temperature (°C)
3 vol% LLDPE
LLDPE pellets 175
6 vol% LLDPE
3 vol% CaCO3 CaCO3 powder 1606 vol% CaCO3
3 vol% PECC
PECC pellets 170
6 vol% PECC
3.2 Preparations of Asphalt Mixture
The asphalt mixture was mixed using a bucket mixer. The 
loose mixture was then compacted using gyratory com-
pactor with 86 gyrations. In order to simulate the short-
term ageing process that typically took place during the 
production of asphalt mixture, the loose asphalt mixture 
was conditioned in an oven for two hours. The compac-
tion process takes place after the short-term simulation 
process. The Superpave specifications [27-29] were referred.
4. Asphalt Binder Behaviour
4.1 Volatile Loss
The quantification of asphalt binder volatiles lost (mass 
loss) during the short-term ageing process was conduct-
ed through the rolling thin film oven (RTFO) test. In this 
test, the light molecules from binder were driven off, in-
creasing the asphalt’s viscosity. The process was done by 
inducing the occurrence of heat and flowing air on a thin 
film of asphaltic material. Table 3 shows the mean mass 
loss test results. Most of the binders have low volatiles 
lost during the ageing process, where the values are less 
than one wt% of asphalt binder based on the Superpave 
Specification. The 6 vol% LLDPE sample has exhibited 
the highest volatile loss, which is about 0.116 wt% of 
asphalt binder. This indicates the modification process 
using LLDPE and CaCO3 are not results in changes of the 
chemical structure of the asphalt binder. According to a 
study conducted by Fang et al. [14], the asphalt binder mod-
ified with a higher percentage of modifier has higher mean 
mass loss value, except the PECC’s modified asphalt 
binder that presented the opposite trend. 
Table 3. Mean mass loss values using RTFO aging pro-
cess
Sample
(% is based on volume of asphalt binder)
Results
(Mean Mass Loss ± Std Dev, 
n=3)
PG58-28 0.097±0.0010 wt%
3 vol% CaCO3 0.095±0.0030 wt%
6 vol% CaCO3 0.105±0.0005 wt%
3 vol% LLDPE 0.097±0.0005 wt%
6 vol% LLDPE 0.116±0.0040 wt%
3 vol% PECC 0.105±0.0020 wt%
6 vol% PECC 0.094±0.0030 wt%
*Requirement: Percent loss should be less than 1 wt%
4.2 Rotational Viscosity
The rotational viscometer with #27 spindle was used 
to evaluate the viscosity of asphalt binders at service 
temperature. It is essential to ensure the asphalt binder 
DOI: https://doi.org/10.30564/opmr.v1i1.1015
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is pump-able and ease to handle prior to use in the mix-
ture production stage, and in an ideal condition for the 
compaction in the field. This test examines the torque 
value needed to uphold a constant rotational speed (20 
rpm) of a cylindrical spindle under a consistent tem-
perature. The recorded torque value is then presented as 
viscosity.
The mean rotational viscosity test results are present-
ed in Figures 3 to 5. The addition of modifier in asphalt 
binder results in higher viscosity compared to the neat 
binder (PG58-28). Higher percentages of modifiers have 
led to higher viscosity values. Adding LLDPE to asphalt 
binders has considerably increased the asphalt binders’ 
viscosity and stiffness, which can be contributed to better 
resistance to rutting. The asphalt binder prepared with 6 
vol% LLDPE indicates the highest viscosity compared to 
other modified asphalt binders. Whereas it has been trans-
lated into proportionally higher mixing and compaction 
temperature compared to PG 58-28 (Table 4). All samples 
are found to fulfil the Superpave requirement on rotational 
viscosity’s value, whereas the RV readings should be low-
er than 3 Pa.s at 135 oC. 
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Figure 3. Effects of CaCO3 and LLDPE modifiers on 
asphalt viscosity
Referring to Figure 3, addition of CaCO3 into asphalt 
binders has escalated the binder viscosity, which is in a 
range of 13 – 23.1% and 27.3 – 55.1% for the asphalt 
binders modified with 3 vol% CaCO3 and 6 vol% CaCO3, 
respectively. A higher amount of CaCO3 has led to a higher 
viscosity as a result of the presence of lime powder that 
increase the stiffness of binders. The presence of LLDPE 
molecules in asphalt binders has further increased the vis-
cosity of the asphalt binders. The 3 vol% LLDPE’s modi-
fied asphalt binder has doubled the neat asphalt binder’s (PG 
58-28) viscosity. Meanwhile, the modified asphalt binder 
prepared with 6 vol% LLDPE was found to have the high-
est viscosity compared to other modified asphalt binders, 
and three times greater compared to the neat asphalt binder.
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Figure 4. The viscosity of modified asphalt binders at 3 
vol% of asphalt binder
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Figure 5. The viscosity of modified asphalt binders at 6 
vol% of asphalt binder
Figures 4 and 5 illustrate the outcomes of asphalt bind-
ers modified using LLDPE, CaCO3, and PECC modifiers. 
Modified asphalt binders prepared using a combination of 
LLDPE and CaCO3 (PECC modifier) have lower viscosity 
value compared to LLDPE’s modified asphalt binder. The 
presence of CaCO3 in PECC’s modified asphalt binder has 
tuned down its viscosity compared to LLDPE’s modified 
asphalt binders. This result could be correlated to a re-
search conducted by Zhou et al. [30].
The optimal mixing and compaction temperatures for 
an asphalt mixture as stated by the Asphalt Institute are 
at a viscosity of 0.17 ± 0.02 Pa.s and 0.28 ± 0.03 Pa.s, re-
spectively. The ideal mixing and compaction temperatures 
were obtained, and the results are shown in Table 4.
Table 4. Mixing and compaction temperatures of asphalt 
mixture based on the ideal viscosity ranges
Sample
(% is based on the volume of asphalt 
binder)
Temperature (oC), n=3
Mixing Compaction
PG 58-28 150 140
3 vol% CaCO3 150 140
6 vol% CaCO3 160 150
3 vol% LLDPE 175 160
6 vol% LLDPE 185 175
3 vol% PECC 170 155
6 vol% PECC 170 155
DOI: https://doi.org/10.30564/opmr.v1i1.1015
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4.3 Multiple Stress Creep Recovery 
The dynamic shear rheometer test was conducted on as-
phalt binders at different ageing levels: un-ageing, short-
term ageing and long-term ageing. The short-term ageing 
(STA) procedure is used to simulate ageing during mixing 
and construction processes. The STA ageing process was 
performed conforming to AASHTO T 240. While, the 
long-term ageing (LTA) was carried out conforming to 
AASHTO R 28 to simulate the ageing thru the pavement 
service life, approximately five to ten years period. The 
Multiple Stress Creep Recovery (MSCR) test was con-
ducted using Bohlin CVO 120 high-resolution DSR.
The DSR with G*/sin δ (AASHTO M320) is the 
representative criterion for rutting projection of asphalt 
roadway. However, this technique has been appraised to 
deliver an improved estimation of the rutting performance 
of the modified asphalt binder, called multiple stress creep 
recovery (MSCR). This revised method computes the per-
manent strain concentrated in the binder after designated 
cycles of shear loading and unloading. In which, better 
resistance to rutting of the roadway are indicated by low-
er permanent shear strain value. In this study, the MSCR 
test was carried out by exposing the RTFO aged asphalt 
binder sample to repetitive creep and recovery process 
at elevated temperature. The test has been carried out in 
compliance with AASHTO TP 70-08 at 58 oC, which is 
the high-temperature grade of PG 58-28. The sample for 
MSCR testing was prepared in circular shaped asphalt 
binders with diameter of 25 mm and thickness of 1 mm. 
Two stress levels were assigned to the sample, which was 
0.1 kPa and 3.2 kPa at one second loading time and nine 
seconds recovery time [31,32]. The test was initiated with 0.1 
kPa stress for ten cycles without time lags and continued 
with 3.2 kPa stress under the same number of cycles. 
Non-recoverable compliance (Jnr) is the best method 
to substitute the existing Superpave method, G*/sin δ 
(ω = 10 rad/s). Due to that, the resistance to rutting of 
asphalt binder is indicated by using non-recoverable 
compliance [32,33]. Furthermore, in order to figure out the 
high-temperature viscoelastic deformation properties, the 
value of percentage recovery (R) was also determined [32]. 
Where a better permanent deformation resistance is illus-
trated through lower Jnr value. Meanwhile, greater R-value 
specifies an improved rutting resistance. 
Figure 6 shows the mean Jnr of specimens (n=3) test-
ed under the 0.1 kPa and 3.2 kPa stresses respectively. 
Based on both figures, all the modified binders demon-
strate lower mean Jnr values compared to control asphalt 
binder (PG 58-28), which directs a better resistance to 
rutting. Besides that, a higher percentage of modifiers 
added to the control asphalt binders have resulted in bet-
ter resistance to rutting. It was also found that the asphalt 
binder modified with 6 vol% LLDPE gave the lowest Jnr 
value compared to other asphalt binders, which indicates 
a better resistance to rutting. Theoretically, the lowest 
Jnr value indicates a better resistance to rutting under the 
respective stress. 
Referring to Figure 6, CaCO3 has successfully reduced 
the Jnr value of a neat asphalt binder at both stress levels, 
with higher amounts of CaCO3 have resulted in lower Jnr 
values. The specimens prepared with 3 vol%, and 6 vol% 
CaCO3 have better rutting resistance, which is about 9 % 
and 25 % higher compared to the control asphalt binder 
(PG 58-28).  This result is consistent with previous stud-
ies which claimed the CaCO3 could be used to reduce the 
susceptibility to rutting, due to an increase in stiffness [34,35]. 
The CaCO3 is typically incorporated into the asphalt mix-
ture using a dry process, which enhances adhesive bond-
ing between aggregates and asphalt binder. Based on the 
previous study conducted by Button and Epps [36], asphalt 
mixture prepared using lime through a dry process has a 
better performance regarding resilient modulus, tensile 
strength, and Marshall stability compared to asphalt mix-
tures prepared using lime through a wet process. 
Asphalt binder modified using 3 vol% LLDPE ex-
hibits the best resistance to rutting. However, the com-
bination of CaCO3 and LLDPE, which was denoted as 
3 vol% PECC has reduced the material  response to 
loading or recovery. It is due to the application of CaCO3 
in the modifier has slightly reduced the Jnr value com-
pared to the modified binder that was prepared using 
LLDPE. Whereas, the CaCO3 particles had resulted in a 
polymer-island effect that enlarged the distance between 
LLDPE molecules, which undermined the interaction 
force or bonding between material interface molecules 
[15,30]. The 6 vol% LLDPE modified asphalt binder was 
found to have an improved rutting resistance compared 
to the mixture prepared using other modifiers. Bahia et 
al. [37] mentioned that permanent deformation or creep is 
a repeated mechanism developed under sinusoidal load-
ing pulses. However, some of the deformation will be 
recovered due to elastic stored energy in the materials, 
which dissipated in damping and permanent flow. The 
damping energy is recoverable if given enough time, and 
also believed to be the principal mechanism to improve 
the resistance to rutting of asphalt material. However, 
based on Lu and Isacsson [38], although the thermoplas-
tic modifiers have enhanced the stiffness and viscosity 
of asphalt binder, it does not sufficiently help regarding 
elastic behaviour, which is crucial to improving the elas-
tic behaviour of the modified binder. 
DOI: https://doi.org/10.30564/opmr.v1i1.1015
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Figure 6. Results of MSCR at 0.1 kPa and 3.2 kPa
The mean percent recovery of the tested asphalt bind-
ers is presented in Figure 7. In general, the figure shows a 
positive trend of asphalt recovery with the increases of as-
phalt modifiers, excluding for the samples prepared using 
PECC modifier. The 6 vol% LLDPE has the highest per-
cent recovery, which is about five times better compared 
to the control sample when tested at stress levels, 0.1 kPa 
and 3.2 kPa. It is also found that the percent recovery of 6 
vol% CaCO3 is comparable to 3 vol% CaCO3 and control 
binder (PG58-28) at both stress levels. 
Based on Figure 7, higher amounts of LLDPE have result-
ed in better R values that indicate a better resistance to rutting 
at both stress levels. The combination of LLDPE and CaCO3 
shows a negative effect on the recovery of asphalt binders. 
The highest reduction can be clearly spotted on the R-value 
results conducted on the 6 vol% PECC samples tested at 
3.2kPa. This decrease is almost three times lower compared 
to specimen prepared using 6 vol% LLDPE. 
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4.4 Bending Beam Rheometer
The bending beam rheometer test was carried out to assess 
the low-temperature stiffness and relaxation properties of 
asphalt binders. It was assessed depending on the function 
of load and duration. An asphalt binder’s ability to with-
stand low-temperature cracking was portrayed through 
this testing. The test was completed in accordance with 
AASHTO T 313. A simply supported beam of asphalt 
binder was subjected to a constant load of 980 mN for a 
duration of four minutes. Over time, the creep stiffness 
and m-value of the sample were documented at three low 
temperatures. The test was conducted at three different 
temperature of -12 oC, -18 oC and -24 oC to outline the crit-
ical cracking temperature of control and modified binders. 
Figure 8 shows the low limiting temperature or Tcr for 
each binder. Generally, all the modified asphalt binders 
have revealed comparable performance on resistance to 
low-temperature cracking, except for the sample prepared 
using the LLDPE modifier. It can be deduced that inte-
grating the LLDPE modifier had remarkably reduced the 
low-temperature grade of the asphalt binder. Whereas the 
thermal cracking might occur at -22 oC (3 vol% LLDPE) 
and -27.8oC (6 vol% LLDPE), compared to the control as-
phalt binder that could withstand the thermal cracking as 
low as -30.5 oC based on the BBR test. 
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Figure 8. The critical cracking temperature of control 
binder and modified asphalt binder
Figures 9 (a) to (c) show the equipment used for the 
characterization of asphalt binders based on the viscosity, 
binder recovery, and the critical cracking temperature, re-
spectively. 
(a) (b) (c)
Figure 9. Equipment used for the binder test (a) Rotation-
al viscometer, (b) Dynamic shear rheometer, (c) Bending 
beam rheometer
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5. Asphalt Mixture Performance
5.1 Four-Point Beam Fatigue
The four-point beam fatigue test was utilized to evalu-
ate the fatigue life of the asphalt mixture subjected to 
the repetitive bending till failure. The fatigue failure 
of the asphalt mixture was defined as a 50 % reduction 
of initial stiffness. In this test, a frequency of 10 Hz 
and 400 micro-strains (constant strain) was used for all 
samples. The test was conducted following AASHTO 
T321.
Figure 10 shows the mean values (n=3) from the 
four-point beam fatigue test. Based on the result, the 
specimen prepared with CaCO3 is discovered to have 
the highest fatigue life compared to other samples, 
including the control sample. A higher proportion of 
CaCO3 has led to better resistance to fatigue cracking. 
The fatigue life of the asphalt mixture prepared using 6 
vol% CaCO3 is 1.5 times greater compared to the con-
trol sample (PG58-28). Based on the previous studies, 
application of CaCO3 also has successfully improved 
the ageing resistance, resistance to fracture adhesive 
bonding, and dynamic and residual stability which all 
contribute to the fatigue life of asphalt mixture [18,39]. 
However, the incorporation of LLDPE has weakened 
the fatigue life of asphalt mixtures. The lowest fatigue 
life value was found in 6 vol% LLDPE, which is 7.5 
times lower compared to the control asphalt mixture. 
This result can be linked to an earlier study conducted 
by Lu and Isacsson [38], whereas although the thermo-
plastic modifiers have enhanced the stiffness and vis-
cosity of asphalt binder, it does not sufficiently help re-
garding elastic behaviour, which is crucial to improving 
the elastic behaviour of the modified binder.
Furthermore, the combination of LLDPE and CaCO3 
has slightly improved the fatigue life of asphalt mix-
ture compared to specimen prepared using LLDPE. It 
is due to the appearance of CaCO3 that has reduced the 
stiffness of the asphalt binder (based on the RV test re-
sults), which can be seen in Figures 4 and 5. However, 
higher amounts of PECC modifier incorporated into 
asphalt mixtures have resulted in lower resistance to 
fatigue cracking. The inconsistent results could be due 
to the inadequate time of mixing during the preparation 
of modified asphalt binder or asphalt mixture. It is es-
sential to limit the amount of LLDPE modifier in the 
asphalt binder to ensure excellent resistance to fatigue 
cracking.
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Figure 10. Comparison of fatigue life cycle values be-
tween CaCO3, LLDPE and PECC
5.2 Moisture Damage
The tensile strength ratio (TSR) was used to assess the 
moisture susceptibility of asphalt mixture via tensile 
strength of specimens. Indirect tensile strength (ITS) of 
asphalt mixtures under two different condition, namely 
dry and wet conditions were compared in order to evaluate 
the moisture susceptibility as shown in Figure 11. In this 
evaluation, the test was done following AASHTO T283. 
The asphalt mixtures were tested at the room temperature 
with constant loading speed at the rate of 0.085 mm/s. 
The asphalt mixtures were subjected to compression loads 
which act parallel to the vertical diameter plane. From 
Figure 11, only one type of trend can be observed where 
the addition of modifier improved the strength of asphalt 
mixture under both dry and wet condition compared to 
control specimens. However, PECC modified asphalt mix-
ture tensile strength is much lower compared to LLDPE 
and CaCO3 modified asphalt mixture.
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Figure 11. Comparison of ITS values between CaCO3, 
LLDPE and PECC
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Figure 12 shows the mean TSR results (n=3) for the 
control and modified asphalt mixtures prepared at two 
different percentages of each modifier. In general, most 
asphalt mixtures’ TSR values are higher than 0.8, except 
the specimen prepared with 3 vol% PECC, which approx-
imately 0.770. In this study, the CaCO3 powder has been 
incorporated into the asphalt mixture using a wet process 
to ensure a similar preparation protocol for all samples. 
Through the wet process, the CaCO3 powder (also other 
modifiers) was formerly blended with the asphalt binder 
using a high shear mixture before blending with the ag-
gregates. This process is slightly different compared to 
the dry process, which is the typical approach of adding 
CaCO3 into the asphalt mix. In the dry process, the CaCO3 
powder directly combines with the aggregates instead of 
blending it with asphalt binder. It is used to allow direct 
contact between CaCO3 particles with aggregates and 
asphalt binder to improve the adhesive bonding in the 
mixture, hence better resistance to moisture damage. Ac-
cording to the result, the TSR values of 3 vol% CaCO3 
and 6 vol% CaCO3 are not much different compared to 
the control sample because the CaCO3 particles have been 
completely coated by the asphalt binder and not directly 
reacted with the aggregate surface.
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Figure 12. Mean tensile strength ratio results
Moreover, the incorporation of LLDPE has increased 
the TSR of asphalt mixtures as presented in Figure 12. 
This is particularly the case for the specimen prepared 
with 6 vol% LLDPE which has the highest ITS values in 
both conditions, dry and wet, as shown in Figure 11. This 
indicates the presence of LLDPE in asphalt mixture has 
altered the bonding between materials and prevents the 
HMA failure due to moisture damage through the freeze-
thaw cycle. However, application of PECC modifier (a 
combination of LLDPE and CaCO3) greatly undermined 
the resistance to moisture damage of asphalt mixtures 
with TSR values less than 0.8, and lower ITS values 
compared to specimens prepared with either LLDPE and 
CaCO3 separately (Figure 11). The possible explanations 
of this condition have been cited from Zhou et al. [30], 
where incorporation of CaCO3 into polyethylene (PE) has 
reduced the specimen tensile strength. Zhou et al. further 
mentioned that CaCO3 particles had enlarged the distance 
between LLDPE molecules, which undermined the inter-
action force or bonding between material interface mole-
cules [30]. 
5.3 Dynamic Modulus
The dynamic modulus test (Figure 13) was done using 
UTM 100 from IPC as stated in AASHTO TP62-03 at 
different temperatures of -10 °C, 4 °C, 21.3 °C and 39.4 
°C. Different frequencies ranging from 0.1 Hz to 25 Hz 
was used to conduct this test. The recoverable axial mi-
cro-strain was controlled within 75, and 125 microstrains 
to confirm the material was in a viscoelastic spectrum [40, 
41]. This test is a response established under sinusoidal 
loading conditions, and the asphalt mixture sample is 
loaded under the compressive test. The applied stress and 
the subsequent recoverable axial strain response of the 
asphalt mixture sample have been measured continuously. 
The software automatically computed the dynamic mod-
ulus and phase angle of the asphalt mixture sample. The 
dynamic modulus is defined as the ratio of the amplitude 
stress (σ) and amplitude of the sinusoidal strain (ε) that 
results in a steady-state response at the same time and fre-
quency. 
Master curve technique had been used to analyze and 
compare the dynamic modulus (E*) test results. The tech-
nique that was used to shift all E* values at various fre-
quencies and temperatures into one single curve is known 
as the sigmoidal fitting model. Through this method, the 
numbers of curves have been associated to form a single 
master curve which is based on a reference temperature of 
-10 °C.
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6. Conclusions
Based on the results and analysis of this research, the con-
clusions can be drawn as follows:
(1) All modified asphalt binders have a low volatile 
loss during the short-term ageing process (less than 1 
wt%). This indicates the modification process using LL-
DPE, CaCO3, and their combination does not result in the 
changes of the chemical structure and chemical reaction 
in the asphalt binder. Referring to MSCR test results, the 
modified asphalt binders have better performance regard-
ing high-temperature behaviour, at least 15 % higher com-
pared to control binder.
(2) The viscosity of asphalt binder increases by incor-
porating the modifier, which significantly improved the 
mixing and compaction temperature compared to control 
asphalt binder. The highest viscosity values are produced 
by the modified asphalt binder prepared using 6 vol% LL-
DPE. 
(3) Incorporation of 6 vol% LLDPE has remarkably 
reduced the low-temperature grade of the asphalt binder, 
where the thermal cracking could happen at -26 °C, com-
pared to control asphalt binder that may withstand the 
thermal cracking at -30.5 °C based on the bending beam 
rheological testing results. 
(4) In general, the results indicate that a higher percent-
age of modifier content has reduced the mixture air voids, 
hence lowered the optimum binder content required for 
the sample preparation. The decreases in air voids with in-
creases of modifier content may be attributed to the modi-
fier particles filling the voids.
(5) The decrease in fatigue life can be observed based 
on the four-point beam fatigue test where asphalt mixture 
prepared using LLDPE-related modifiers has the lowest 
fatigue life. However, the specimen prepared with CaCO3 
was discovered to have the highest fatigue life compared 
to control and other modified samples. CaCO3 has signifi-
cantly improved the fatigue performance of asphaltic mix-
tures, which were higher by about 11.1 % and 52.2 % for 
the specimen prepared using 3 vol% CaCO3 and 6 vol% 
CaCO3, respectively compared to control mixture.
Acknowledgments
The authors grateful to express their appreciation to Spe-
cialty Minerals Inc. (Bethlehem, PA, USA), Payne & Dolan 
Inc. (Waukesha, WI, USA), and Dow Chemical Company 
(Midland, MI, USA) for donating test materials. The au-
thors would like to acknowledge the research assistantships 
to Mohd Rosli Mohd Hasan, Mohd Khairul Idham Mohd 
Satar, Muhammad Naqiuddin Mohd Warid, and Nurul 
Hidayah Mohd Kamaruddin. The authors also want to ac-
knowledge Julia A. King from the Department of Chemical 
Engineering of Michigan Technological University for her 
significant contributions in materials preparation, test de-
sign, and paper revision. It is impossible for the authors to 
complete the work without her effort. Any opinions, find-
ings and conclusions expressed in this paper are those of 
the authors’ and do not necessarily reflect the views of the 
official views and policies of any institution or company.
References
[1] Peters SJ, Rushing TS, Landis EN, Cummins TK. 
Nanocellulose and microcellulose fibers for concrete 
[J]. Transportation Research Record: Journal of the 
Transportation Research Board. 2010, 2142: 25-8. 
 https://doi.org/10.3141/2142-04 
[2] Yildirim Y. Polymer modified asphalt binders [J]. 
Construction and Building Materials. 2007, 21: 66-
72.
 https://doi.org/10.1016/j.conbuildmat.2005.07.007 
[3] NCHRP. Guide for Mechanistic-Empirical Design 
of New and Rehabilited Pavement Structures, Part 2: 
Design Inputs, Chapter 3: Environmental Effects, . 
National Cooperative Highway Research Program [R]. 
Transportation Research Board, National Research 
Council,  2004.
[4] Redelius P. Bitumen solubility model using Hansen 
solubility parameter [J]. Energy & fuels. 2004, 18: 
1087-92. 
 https://doi.org/10.1021/ef0400058  
[5] Branco VAM, Mansoori GA, De Almeida Xavier LC, 
Park SJ, Manafi H. Asphaltene flocculation and col-
lapse from petroleum fluids [J]. Journal of Petroleum 
Science and Engineering. 2001, 32: 217-30. 
 https://doi.org/10.1016/S0920-4105(01)00163-2 
[6] Greenwood NN, Earnshaw A. Chemistry of the Ele-
ments [M]. 1984.
[7] Ruan Y, Davison RR, Glover CJ. The effect of long-
term oxidation on the rheological properties of poly-
mer modified asphalts [J]. Fuel. 2003, 82: 1763-73. 
 https://doi.org/10.1016/S0016-2361(03)00144-3 
[8] Doh YS, Amirkhanian SN, Kim KW. Analysis of 
unbalanced binder oxidation level in recycled asphalt 
mixture using GPC [J]. Construction and Building 
Materials. 2008, 22: 1253-60. 
 https://doi.org/10.1016/j.conbuildmat.2007.01.026 
[9] Polacco G, Berlincioni S, Biondi D, Stastna J, Zan-
zotto L. Asphalt modification with different polyeth-
ylene-based polymers [J]. European polymer journal. 
2005, 41: 2831-44. 
 https://doi.org/10.1016/j.eurpolymj.2005.05.034
DOI: https://doi.org/10.30564/opmr.v1i1.1015
20
Organic Polymer Material Research | Volume 01 | Issue 01 | June 2019
Distributed under creative commons license 4.0
[10] Stastna J, Zanzotto L, Vacin O. Viscosity function in 
polymer-modified asphalts [J]. Journal of colloid and 
interface science. 2003, 259: 200-7.
 https://doi.org/10.1016/S0021-9797(02)00197-2 
[11] Habib NZ, Kamaruddin I, Napiah M, Tan IM. Rheo-
logical properties of polyethylene and polypropylene 
modified bitumen [J]. International Journal of Civil 
and Environmental Engineering. 2011, 3: 96-100.
[12] Fang C, Li T, Zhang Z, Jing D. Modification of as-
phalt by packaging waste-polyethylene [J]. Polymer 
Composites. 2008, 29: 500-5.
 https://doi.org/10.1002/ pc.20390 
[13] Yousefi AA. Rubber-polyethylene modified bitumens 
[J]. Iranian Polymer Journal. 2004:101-12.
[14] Fang C, Li T, Zhou S, Wang X, Heiliger L. Study on 
the Modification Mechanism of Asphalt with Waste 
Packaging Polymer [J]. Transportation and Develop-
ment Innovative Best Practices, 2008: ASCE: 468-
73. 
 https://doi.org/10.1061 /40961(319)77
[15] Drozdov AD, Yuan Q. The viscoelastic and visco-
plastic behavior of low-density polyethylene [J]. In-
ternational journal of solids and structures. 2003, 40: 
2321-42. 
 https://doi.org/10.1016/S0020-7683(03)00074-X 
[16] Lee N. Low Temperature Nature of PE-modifier 
Binder and Asphalt Concrete Mix [J].  AAPT1995.
[17] Sulaiman S, Stock A. The Use of Fracture Mechanics 
for the Evaluation of Asphalt Mixes (With Discus-
sion)[J]. Journal of the Association of Asphalt Paving 
Technologists. 1995, 64.
[18] Little DN, Epps JA. The Benefits of Hydrated Lime 
in Hot Mix Asphalt, 2001.
[19] Goh SW, You Z. Mechanical Properties of Porous 
Asphalt Pavement Materials with Warm Mix Asphalt 
and RAP [J]. Journal of Transportation Engineering. 
2011, 138: 90-7.
 https://doi.org/10.1061/(ASCE)TE.1943-5436.0000307 
[20] Hasan M, You Z, Satar M, Warid M, Kamaruddin 
N, Ge D, et al. Effects of Titanate Coupling Agent 
on Engineering Properties of Asphalt Binders and 
Mixtures Incorporating LLDPE-CaCO3 Pellet [J]. 
Applied Sciences. 2018, 8: 1029. 
 https://doi.org/10.3390/app8071029 
[21] Kalantar ZN, Karim MR, Mahrez A. A review of us-
ing waste and virgin polymer in pavement [J]. Con-
struction and Building Materials. 2012, 33 :55-62. 
 https://doi.org/10.1016/j.conbuildmat.2012.01.009
[22] Brown ER, Kandhal PS, Roberts FL, Kim YR, Lee 
DY, Kennedy TW. Hot mix asphalt materials, mix-
ture design, and construction [M]. NAPA Research 
and Education Foundation, 2009.
[23] Company TDC. Material Safety Data Sheet: DOW-
LEX 2517 Polyethylene Resin. In: Company TDC, 
editor, 2012.
[24] Minerals S. Material Safety Data Sheet: VICRON 
15-15. In: Minerals S, editor, 2012.
[25] Inc SM. Technical Data: VICRON (Adams, MA). In: 
Inc SM, editor, 2013.
[26] Clingerman ML. Development and modelling of 
electrically conductive composite materials [D]. 
Michigan Technological University, 2001.
[27] Superpave Performance Graded Asphalt Binder 
Specification and Testing. Third Edition [R]. Asphalt 
Institute,  2003.
[28] Superpave Performance Graded Asphalt Binder 
Specification and Testing [R]. Asphalt Institute, 1995.
[29] Superpave [R]. Asphalt Institute, 1996.
[30] Zhou XY, Liu XY, Lu L, Gu L, Liu JJ. Study of the 
Preparation and Degradable Characteristics of Ca-
CO3-PE Film [J]. Advanced Materials Research. 
2012, 499: 85-9.
 https://doi.org/10.4028/www.scientific.net/AMR.499.85 
[31] Greene J, Choubane B, Chun S. Evaluation of a 
Heavy Polymer Modified Binder through Acceler-
ated Pavement Testing [R]. Transportation Research 
Board 92nd Annual Meeting, 2013.
[32] Wang C, Zhang JX, Song PP. Short-Term Ageing 
Influence on the Creep and Recovery Characteristics 
of Asphalt Binders [J]. Applied Mechanics and Mate-
rials. 2013, 275: 2045-50.
 ht tps: / /doi .org/10.4028/www.scient i f ic .net /
AMM.275-277.2045 
[33] D'Angelo JA. The relationship of the MSCR test to 
rutting [J]. Road Materials and Pavement Design. 
2009, 10: 61-80. 
 https://doi.org/10.1080/14680629.2009.9690236 
[34] Kavussi A, Vázquez E, Hendriks CF, Janssen G. The 
Effect of Lime & Cement in Foam Bitumen Mixes. 
International RILEM Conference on the Use of Re-
cycled Materials in Building and Structures: RILEM 
Publications SARL, 2004: 76-83. 
 DOI: 10.1617/2912143756.009
[35] Khodaii A, Kazemi Tehrani H, Haghshenas H. Hy-
drated lime effect on moisture susceptibility of warm 
mix asphalt [J]. Construction and Building Materials. 
2012, 36: 165-70. 
 https://doi.org/10.1016/j.conbuildmat.2012.04.073
[36] Button JW, Epps JA. Evaluation of Methods of 
Mixing Lime in Asphalt Paving Mixtures [R]. Texas 
Transportation Institute, 1983.
[37] Bahia HU, Zhai H, Zeng M, Hu Y, Turner P. Devel-
opment of Binder Specification Parameters Based on 
Characterization of Damage Behavior (With Discus-
DOI: https://doi.org/10.30564/opmr.v1i1.1015
21
Organic Polymer Material Research | Volume 01 | Issue 01 | June 2019
Distributed under creative commons license 4.0
sion) [J]. Journal of the Association of Asphalt Pav-
ing Technologists. 2001, 70.
[38] Lu X, Isacsson U. Compatibility and storage stability 
of styrene-butadiene-styrene copolymer modified bi-
tumens [J]. Materials and Structures. 1997, 30: 618-
26. 
 https://doi.org/10.1007/BF02486904 
[39] Hao XH, Zhang AQ, Yang W. Study on the Perfor-
mance of Nano Calcium Carbonate Modified Asphalt 
Concrete AC-13 [J]. Advanced Materials Research. 
2012, 450: 503-7. 
 h t tps: / /doi .org/10.4028/www.scient i f ic .net /
AMR.450-451.503
[40] Mallick RB, Brown ER. An evaluation of superpave 
binder aging methods.[J]. International Journal of 
Pavement Engineering. 2004, 5: 9-18. 
 https://doi.org/10.1080/10298430410001720774
[41] Witczak MW. Specification Criteria for Simple Per-
formance Tests for Rutting. Tempe, Arizona [R]. Ari-
zona State University, 2007.
DOI: https://doi.org/10.30564/opmr.v1i1.1015
